
Installation Tips 
It is the installers responsibilit y to read and follow all installa tion, op eration and 
maintenance documents prior t o installation. Improper installation, adjustment, alteration, 
service or maintenance can cause serious injury or property damage.

Sun Bandit ® Solar Hybrid Water Heater 

READ THE INSTALLATION, OPERATION AND 
MAINTENANCE MANUAL THOROUGHLY BEFORE 
INSTALLING OR PLACING THE WATER HEATER 
INTO SERVICE. 

Never energize a dry element. The water heater 
must be correctly plumbed and completely lled with 
water before energizing any element or burner. 

Make sure each Sun Bandit ® AC Micro-Grid 
element thermosta t is set to “VERY HOT”. 
The grid-tied backup thermostat is pre-set from the 
factory to “HOT” for optimum performance and does 
not need to be adjusted. 

With p ower disconnected, make sure all plumbing , 
thermosta t and element terminal connections are 
tigh t and secure.

Sun Bandit ® AC Micro-Grid Power Pack 

READ AND FOLLOW THE ELECTRICAL THREE-LINE 
DIAGRAM AND INSTALLATION GUIDE BEFORE 
INSTALLING AND COMMISSIONING YOUR SYSTEM. 

Treat inverters as “LIVE” as soon as panels are 
connected. Sun Bandit AC Micro-Grid Inverters work 
o  the parasitic power from the solar panels and are 
not waiting for grid connection.  

Make sure DC Equipmen t Ground and AC 
Equipmen t Grounds are separate parallel runs to 
premises ground electrode (i.e.; ground rod). 

Check to ensure all electric al connections are tight 
and secure 

Check that the resistance from the Whip thr ough 
the roof to the Resistive Elements in the tank 
between line and neutral is 18-20 ohms and 
neutr al to ground is 0 ohms. 

Make connection fr om AC Micro-Grid Inverter(s) 
to Whip connection last .
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